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SELF DUMPING HOPPERS – DURABLE SERIES 

Due to continual product improvement Compactors Inc. reserves the right to change specifications without notice. The information and 

pictures used in the document are for illustrative purposes only. 

Roura’s Durable self-dumping hoppers are available from 1/8 cubic 

yard through 5 cubic yards to solve all material handling 

requirements. 

OPTIONS 

• 220 volt, single phase 

• 208, 240, 380, 415, 480, or 575 volt, three phase 

• Larger capacity units modeled after REM GB-1 or 

GB-2 crusher units 

FEATURES 

MODEL # LOAD 

CAPACITY 

VOLUME 

CAPACITY 

DIMENSIONS LIP HEIGHT WEIGHT 

1 T-12-SL-1/3 2,000 lbs 1/3 cu.yd. 48” x 39.5” x 24” 24” 270 lbs 

1 T-12-SL-1/2 2,000 lbs 1/2 cu.yd. 51” x 51” x 24.5” 24.5” 324 lbs 

1 T-12-034 2,000 lbs 1/8 cu.yd. 36” x 39” x 17.5” 17.5” 192 lbs 

1 T-12-068 2,000 lbs 1/4 cu.yd. 39” x 32” x 25.5” 23.5” 218 lbs 

1 T-12-105 2,000 lbs 1/3 cu.yd. 49.5” x 31” x 31.5” 28.5” 264 lbs 

1 T-12-135 2,000 lbs 1/2 cu.yd. 49” x 39.5” x 31.5” 28.5” 293 lbs 

1 T-12-205 2,000 lbs 3/4 cu.yd. 60.5” x 39.5” x 36” 32.5” 362 lbs 

1 T-12-270 2,000 lbs 1 cu.yd. 64.5” x 39.5” x 37.5” 35” 388 lbs 

1 T-12-405 2,000 lbs 1.5 cu. yd. 64.5” x 57.5” x 37.5” 35” 476 lbs 

1 T-12-410 2,000 lbs 1.5 cu. yd. 64.5” x 44.5” x 45” 35” 474 lbs 

2 T-10-540 4,000 lbs 2 cu. yd. 64.5” x 58.5” x 45” 35” 619 lbs 

2 T-10-550 4,000 lbs 2 cu. yd. 64.5” x 58.5” x 45” 35” 691 lbs 

2 T-10-675 4,000 lbs 2.5 cu. yd. 64.5” x 75” x 45” 35” 672 lbs 

2 T-10-680 4,000 lbs 2.5 cu. yd. 71” x 58.5” x 58” 37” 843 lbs 

2 T-10-810 4,000 lbs 3 cu. yd. 71” x 63” x 58” 37” 916 lbs 

2 T-10-1080 4,000 lbs 4 cu. yd. 71” x 83.5” x 58” 37” 1062 lbs 

2 T-10-1500 4,000 lbs 5 cu. yd. 71” x 97.5” x 58” 37” 1148 lbs 

MODEL RANGES 

• Exclusive pierced and extruded trunnion track with taper pins for 

outstanding wear resistance and superior tracking. 

• All hopper bodies are 100% continuous welded. 

• Support channel for additional reinforcement on hopper body. 

• Formed top construction for reinforced durability and optimum strength. 


