
VERTICAL BALER 
MODEL X25 HD 

• Handles diverse types of materials 

• High volume chamber 

• Retainer dogs prevent material from expanding 

• Efficient and fast cycle time 

• No openings or moving parts on outside of 

machine 

• Low overall height (<6.5 feet) 
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The information and pictures used in the document are for illustrative purposes only. 

The superior press force paired with specially designed internal 

cross cylinders allow for stable compaction of material with a 

heavy bale weight. 

FEATURES 

OPTIMIZED FOR LOCATIONS WITH SPACE 

RESTRICTIONS 

Fits in tight spaces with low ceilings. Very 

low height due to the cylinders being placed 

inside the machine. 

 
VERY HEAVY BALE WEIGHT 

The long stroke and exceptional press force 

allow the X25 HD to produce heavy bales. 

Bale Weight Cardboard (lbs): 500-650 

Bale Weight Plastic Foil (lbs): 550-775 

Bale Size WxDxH (inches): 48 x 30 x 30 

Power Supply: 208/230/480V 3-Phase 60 Hz 

Motor (HP): 5.5 

Noise Level (dB): 59-60 

Cycle Time Average (seconds): 23 

Press Force: 55,200 lbs 

Dimensions WxDxH (inches): 69 x 50 x 79 

Machine Weight (lbs): 3,150 

Feed Opening WxH (inches): 43 x 21 

Full Bale Light: Yes 

Bale Eject: Automatic 

Stroke (inches): 37 

Number of Ties: 4 

Type of Tying: Twine/Steel Wire 


